“ENGLER

Data sheet Steusr- und Messtachnilk
Analogue Level Measuring
Type: ANM-1...
. Terminal diagram
" ; g § | +24VDC |
= 1 2
= 3 4..20mA
AN %
o
1 Q—
1 %
; Load max. 500W
WAF30 i
| ! | 1 o5 ‘
| N n 52
; +l
o
; <
| ¥ 20mA
| $om Order key
i ol Example:  ANM-1.200.2,5
| P
A 85 _ Type —
i ?| * Length L of the tube
1 m v
H [0
: gl = Resolution 2,54mm; 5,08mm |
: -T—}{- 4mA
: N
1 =+l
i o
<
= v
* Height above medium surface for float type S2
at density of 0,75g/cm?
Dimensions in mm

Technical data

Connection:
Mounting:
Tube:

Float:
Resolution:

Measuring range level:
Load:

Supply voltage:
Pressure:

Operating temperature
Protection rating:

EMV-right-angled connector 2-pole, material brass nickel-plated
thread 1 1/2”, material alu

@12mm, length L in mm acc. to customer specification, material brass
240x40mm, material PP, type S2

2,54mm or 5,08mm

reed chain acc. to customer specification

4 ... 20mA over a length of L - 80mm = measuring range

max. 500 Ohm

24VDC £15%, reverse polarity protected

max. 1 bar

-20°C to 80°C in medium, -20°C to 70°C above mounting

IP 65
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